
H.265 Codec
Save bandwidth with the 
latest video compression 
technology. 

Two-way Talk
Real-time two way 
communication

Multiple Lighting modes
Manual, dusk to dawn and
motion-activated 

IP65
Waterproof for the harshest 
of environments

Cloud Service
Secure cloud storage

Micro SD Card Slot
Includes 16GB SD Card
(Supports up to 256GB) 

Active Deterrence
Deter unwanted strangers 
with the built in 110dB siren

Wi-Fi, 2 x 2 MIMO
IEEE802.11b/g/n(2.4GHz)

1080P FHD Video
HD Video 2MP, 1080P

Wi-Fi Video Floodlight Camera

Stay Connected
To What Matters.

FLOODER

With the DASH cloud service, off-site secure and 
encrypted video allows you to review previous 
alerts and gives you retention of video of up to 
30 days. Reviewing historical video has never 
been so easy with the Dash app's easy to use 
playback functionality.
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The Dash Flooder camera delivers 1080P/2MP live video monitoring and playback from any 
mobile device, recorder or automation system. Protect your home with a motion-activated HD 
camera and built-in bright LED floodlights. Stay notified with realtime active notifications and 
two way communication. Deter unwanted strangers with the 110dB remotely controlled siren. 
Setup is simple. Replace any existing wired floodlight with Flooder's easy app based setup and 
robust Wi-Fi . From dusk to dawn, Flooder has you covered. 
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What’s in the box
1x Flooder Camera  

1x Quick Start Guide  
1x Hook 

1x Mouting Screw  

Specifications
Camera
1/2.7” 2 Megapixal progressive CMOS
2MP (1920 x 1080)
Night Vision: 33ft Distance

2.8mm Fixed Lens
Field of View: 114°(H), 66°(V), 137°(D)

Video & Audio

Notification Management

Video Compression : H.265/H.264
Up to 25/30fps Frame Rate 
16x Digital Zoom

Motion Detection
Configurable Region

Network
Wi-Fi: IEEE802.11b/g/n,100m Open Field

 
CGI

Auxiliary Interface
Micro SD Slot, 16GB included (up to 256GB)
Reset Button

General
Power Supply: AC100~240V 
Power Consumption: <40W

Working Environment: -30°C~+50° C, Less Than 95%RH

Dimensions: 237.2 × 317.3 × 171.8mm (9.3 x 12.5 x 6.8 inch)
Weight: 1800g (3,97lb)

Internal Dual Antennas, 2 x 2 MIMO

Dash App: iOS, Android

IP65 Weatherproof

Built-in Floodlights

3x Wire Nuts

1x Hardware Kit

Built-in Mic & Speaker, 110dB Siren

Floodlight
Brightness: 2000lm

 
3 Working Modes: Manual,  PIR Motion Activation, Dusk to Dawn

Color Temperature: 3000K

PIR: Configurable area and distance
Up to 270° coverage, 33ft distance

1x Mounting Plate

Lens

Micro SD Slot
16GB Included

Reset Button

Built-in Mic

Floodlight

Indication LED

Floodlight

PIR Detector


