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Operating Instructions

SPECIFICATIONS

Operating Temperature Range -5 to +40�• (+23 to +104�” )

Operating Humidity Range 5 to 90%RH (No Condensation)

Connectors on Transmitter

HDMI Receptacle x 2 (1xHDMI input, 1xHDMI loop output)

Power DC Receptacle x 1

IR Receptaclex 1(for IR TX ), IR Receptacle x 1(for RX cable)

Connectors on Receiver
HDMI Receptacle x 1

IR Receptaclex 1(for RX cable), IR Receptacle x 1(for IR TX )

Resolution outputs 4k@60hzYUV4:4:4/ 4k@30Hz/1080p/1080i/720p/576p/480p

Audio format supported DTS-HD Master Audio, Dolby TrueHD, PCM etc.

Output Video Signal HDMI

Dimension (L×W×H) TX:L120.2mm×W78.3mm×H18mm; RX: L120.2mm×W78.3mm×H18mm

Power supply DC 24V1A Power supply

Power consumption 12W(MAX)

Transmission Distance up to 70m under 4K@60Hz YUV4:4:4, 4K@30Hz/1080P

Net Weight TX: 240g; RX:240g

PackageContents

�¾1xHDMI Transmitter

�¾1xHDMI Receiver

�¾2 x IR TX Emitter

�¾2x IR RX Receiver

�¾1x24V DCAdapter

�¾1xUser Manual

�¾4x Mounting Ears

3




