
    C 0881 

 

                               SPEAKER SPECIFICATIONS  

 MODEL NO: C 0881 

ITEM DESCRIPTION: SPECIFICATION TEST CONDITION 

1 SIZE:8” P.P  CONE  RUBBER  EDGE  WOOFER  Ø25 NEO  SILK  DOME    

TWEETER 

2 MAGNET SIZE: 100X60X15MM 13OZ   Y30 

3 V.C SIZE & IMP: 35.5M/M 4 OHM±15 %    A.S.V   DCR:3.5  

4 OPERATION:   MUSIC SOURCE TEST     40 WATT 

5 BUZZES & REATTLES:   OSCILLATE TEST  SINE WAVE 11  VOLT  

6 RESONANT FREQUENCY:     40 ± 20%   HZ SAMPLE----------HZ (5V) 

7 SENSITIVITY:      90± 3 db/AT    (0.3.0.4.0.5.0.6KHZ ) 1 W/M 

8 FREQUENCY RESPONSE: FO- 20 KHZ OUTPUT S.P.L  -10db 

9 RATED FREQ. RESPONSE FO- 20 KHZ      --------------- 

10 RATED POWER INPUT     40  WATT       --------------- 

11 MAX POWER INPUT     100  WATT       --------------- 

12 LOAD TEST:     --------------  WHITE NOISE 35 W 4 H  

13 HEAT TEST:     --------------  H(TO BE NORMAL) 

14 HUMIDITY TEST:     --------------      -------------- 

.15 DISTORTION:       3%           1KHZ 

16 TOTAL FLUX:      MAXWELL      --------------- 

17 FLUX DENSITY:      ----------GAUSS      --------------- 

18 POLARITY: APPLY  POSITIVE  D.C TO TERMINAL  MARKED“+” 

  

STANDARD FREQUENCY RESPONSE.        
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                               SPEAKER SPECIFICATIONS  

 MODEL NO: C 0883 

ITEM DESCRIPTION: SPECIFICATION TEST CONDITION 

1 SIZE:8” P.P  CONE  RUBBER  EDGE  WOOFER  Ø25 NEO  SILK  DOME    

TWEETER 

2 MAGNET SIZE: 100X60X15MM 13OZ   Y30 

3 V.C SIZE & IMP: 35.5M/M 4 OHM±15 %    A.S.V   DCR:3.5  

4 OPERATION:   MUSIC SOURCE TEST     40 WATT 

5 BUZZES & REATTLES:   OSCILLATE TEST  SINE WAVE 11  VOLT  

6 RESONANT FREQUENCY:     40 ± 20%   HZ SAMPLE----------HZ (5V) 

7 SENSITIVITY:      90± 3 db/AT    (0.3.0.4.0.5.0.6KHZ ) 1 W/M 

8 FREQUENCY RESPONSE: FO- 20 KHZ OUTPUT S.P.L  -10db 

9 RATED FREQ. RESPONSE FO- 20 KHZ      --------------- 

10 RATED POWER INPUT     40  WATT       --------------- 

11 MAX POWER INPUT     100  WATT       --------------- 

12 LOAD TEST:     --------------  WHITE NOISE 35 W 4 H  

13 HEAT TEST:     --------------  H(TO BE NORMAL) 

14 HUMIDITY TEST:     --------------      -------------- 

.15 DISTORTION:       3%           1KHZ 

16 TOTAL FLUX:      MAXWELL      --------------- 

17 FLUX DENSITY:      ----------GAUSS      --------------- 

18 POLARITY: APPLY  POSITIVE  D.C TO TERMINAL  MARKED“+” 

  

STANDARD FREQUENCY RESPONSE.        


